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Tracking Boss Wireless Nodes

The Model 1990 wireless tracking node is now MSHA approved 

under 23-A0900110 and is also Pennsylvania approved. It works 

with all existing PBE Tracking Boss systems and eliminates any 

tracking related power or antenna cables in the working section 

or other areas of the mine.  

The unit operates on four ñDò cell batteries and communicates 

tag data to additional units until the data is transmitted onto the 

leaky feeder system as seen in the above illustration. The leaky 

feeder then carries the data to the MineBossÊ computer. Model 1990 Tracking Node

The Model 1990 has an expected 

battery life of 1-2 months, measures  

4-1/2òW x 3-1/2òH x 3-5/8òD, and is 

installed on roof support plates or 

other metal surfaces by a 3ò diameter 

magnet and pre-installed mounting 

plate with several holes for various tie 

down options. Also included is a steel 

tether rope with two ñcarabinerò clips 

for additional fall protection.



Leaky Feeder Yagi Antennas

The next step for leaky feeder to eliminate 

cables from the working area is the use of Yagi

antennas on the Minecom systems. 

These external antennas boost the radio signal 

in the mine tunnels for extended radio to cable 

range. Antennas for the UHF and VHF systems 

have been approved by MSHA and with the 

Minecom antenna coupler can be quickly added 

to any leaky feeder system. 

Leaky Feeder 

Antenna Coupler


